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problem description: SUB
filename: test2.dat

EAAOQIKA XAPAKTHPIZTIKA

soil| saturated moist cohesionfriction wall wall/soil| factor of safety
patterntypel unitwt. unitwt. intercept angle frictionadhesion for soil pressures
no. |Vsat (NIM) Vst (KNIM’) ¢ (kPa) @ () &(°) a(kPa) | active passive]
1 19,61 19,61 200 280 00 0,00 1,00 1,00
2 | 2050 20,50 500 290 0,0 0,00 1,00 1,00
3 19,30 19,30 3,00 200 10,0 0,00 1,00 1,00
4 19,60 19,60 1,00 250 220 0,00 1,00 1,00
51 21,50 21,50 2,00 300 230 0,00 1,00 1,00
6| 21,00 21,00 30,00 340 240 0,00 1,00 1,00

MEG®OAOQI YNOAOIIZMOY - CALCULATION METHOD

Soil pressure calculation method: Fixed surface wedge method
Anchored wall design procedure: Free Earth Method

AMNOTEAEZMATA - RESULTS

wall length (m): 6,84 anchor force (kN/m): 73,4
penetration (m): 0,74
elevation of bottom (m): +23,64

max. bending moment M,,,,, (kNm/m): -102,2
at distace from top of wall (m): 4,27

max. shear force Qy,, (kN/m): 87,6
at distace from top of wall (m): 6,70

ANAAYZH MAZIAAOAIAQPAITMATOZ - DESIGN/ANALYSIS OF SHEET-PILE WALLS Synua: 3.0
CWALSHT (U.S. Army Corps of Engineers)
EPIrO - PROJECT: TEST FOR PRE-CWALSHT
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Net pressure (kPa)

ANAAYZH NMAXZXAAOAIAQPAIMATOZ - DESIGN/ANALYSIS OF SHEET-PILE WALLS Synua: 3.8
CWALSHT (U.S. Army Corps of Engineers)

EPro - PROJECT:

TEST FOR PRE-CWALSHT

Soil pressure calculation method: Fixed surface wedge method
Anchored wall design procedure: Free Earth Method

Left-Side Design Pressures Right-Side Design Pressures

Active (kPa) Passive (kPa) Active (kPa) Passive (kPa)
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elevation (m)
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wall deflection (m)

ANAAYZH NAZXAAOAIAQPATMATO? - DESIGN/ANALYSIS OF SHEET-PILE WALLS
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El (kNm?) = 583.079,6

max. / min. deflection U (m): 0,0005/-0,0004
at distace from top of wall (m): 4,27 /0,00

elevation (m)

CWALSHT (U.S. Army Corps of Engineers)

EPro - PROJECT:

TEST FOR PRE-CWALSHT

Soil pressure calculation method: Fixed surface wedge method
Anchored wall design procedure: Free Earth Method

wall bending moment M (kNm/m)
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max. / min. bending moment M (kNm/m): 2,8/-102,2

at distace from top of wall (m): 1,52/4,27
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2xnua: 3.y

wall shear forces (kN/m)
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max. / min. shear force Q (kN/m): 87,6/-66,4
at distace from top of wall (m): 6,10/ 1,52

depth (m)



